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Chilled iron grit is an angular abrasive medium. it is produced  

by melting of cast iron scrap in a cupola furnace and atomizing  

by means of water  jet. Afterwards shot is crushed. There is no 

thermal treatment. Due to the high hardness it is very brittle  

so it breaks into sharp-edged particles repeatedly.

STorAge

Keep 

Dry

PACkAging

Bags 

25 kg (55 lbs)

1,000 kg (1,102 lbs) 

per pallet (= 40 bags)

Big Bag 

1,000 kg

(2,205 lbs)
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Power supply 
100 % green power

SizeS

G 05 0.10 – 0.30 mm | 
0.003" – 0.012" G 39 1.00 – 1.40 mm | 

0.039" – 0.056" 

G 07 0.20 – 0.40 mm | 
0.007" – 0.017" G 47 1.20 – 1.70 mm | 

0.047" – 0.066"

G 12 0.30 – 0.70 mm | 
0.012" – 0.028" G 55 1.40 – 2.00 mm | 

0.056" – 0.079"

G 17 0.40 – 0.80 mm | 
0.017" – 0.033" G 66 1.70 – 2.40 mm | 

0.066" – 0.094"

G 24 0.60 – 1.00 mm | 
0.023" – 0.039" G 80 2.00 – 2.80 mm | 

0.079" – 0.111"

G 34 0.80 – 1.20 mm | 
0.033" – 0.047" 
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Subject to change without notice. All specification are only a general description 

of our products. for detailed information please ask for our product leaflets.

CerTifiCATionS & SySTem APProvAl

Standards iSo 11124-2; (Din 8201-3)

Certifications iSo 9001

ChemiCAl ComPoSiTion

C 2.20 – 3.20 % S max. 0.05 %

Si 0.80 – 1.50 % P max. 0.05 %

Mn 0.30 – 0.85 %

generAl informATion

Abrasive Chilled iron grit

Shape Angular

Chilled iron grit

ShoT blASTing SySTemS

Compressed air

moDe of uSe

reusable blasting medium

PhySiCAl ProPerTieS

Hardness min. 64 hrC (min. 800 hv1)

Specific weight min. 7.2 g/cm³

Bulk weight ca. 4.4 kg/l

Microstructure zementite; martensite

APPliCATionS

Surface preparation before coating

Derusting roughening

Decoating

www.mpanrw.de

n n n Viermal geprüfte Qualität 

Der Prüfbericht bestätigt, dass eine Probe des 
Produktes den festgelegten Anforderungen 
entspricht.

Das Konformitätszertifikat bestätigt, dass das 
Produkt einem festgelegten Zertifizierungs-
programm entspricht.

Das Zertifikat bestätigt, dass das Unternehmen 
ein QM-System eingerichtet hat, das die Forde-
rungen der DIN EN ISO 9001 erfüllt. 

Das Zertifikat bestätigt, dass das Unternehmen 
ein QM-System eingerichtet hat, das die Forde-
rungen der DIN EN ISO 13485 erfüllt.

MPA NRW-Quality Label


